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Appendix C — Additional Window Guidance

architectural design or period of the building.
In considering applications for development within the

Conservation Area the following guidance should be
considered:

1.

2.

Where historic timber windows are retained, priority
should be given to their retention, with great weight
given to those in key and positive buildings.
Where the removal of historic windows can be justified:
o Preference should be given to re-instating traditional
in design timber windows.
o Preference should be given to re-instating group
value across a terrace of buildings.
o Where appropriate, consideration can be given to
introducing timber double glazing.

o uPVC windows should only be introduced when clear
and convincing justification has been provided and,

o Where it can be demonstrated that the replacement
window matches the quality of the windows they are
replacing.

When installing replacement windows:

Timber is the preferred material within the Georgian and
Victorian dwellings of the Conservation Area.
Consideration should be given to re-instating the historic
or uniform pattern of windows across a terrace.

Siting windows within the correct position within the
window reveal.

They should be designed to match the architectural style
of the building.

uPVC windows could be supported where they offer an
enhancement, i.e., uPVC casement windows being
replaced by traditional in design uPVC sash windows,
and where they do not harm the appearance of a terrace
of buildings.

Planning applications should be refused where windows would:

Significantly reduce the architectural design associated
within the windows they are replacing.

They would reduce the architectural interest of the
building.

They would further reduce the uniform design across a
terrace of buildings.

OFFICIAL



